ANOL=100LA-3 Section VIII

Paragraphs 8-1 to 83

SECTION VI

STANDARD AND EQUIVALENT STHLCTURAL SECTIONS

H=1. GENERA L.« The repair of damaged stringers, tuted. e material specification of all extru-
stifteners, and clips frequently requires the use ilons i1s QQ-A-054, and all formed sections is AN-A-13.
ol extruded or formed sections as reinforcement or

reéeplacement members. This section lists extrusions -3, ROLLED SECTIONS. The rolled sections used
ind tormed sections and perm ss5ible substitutions. are identif'ied by North American standard numbers.
I'he North American numbers are prerixed by the letters

Ty T == ——

H-2. EXTRUDED SECTIONS. The extrusions used are NA and the  tlgure is "5, Substitutions

ldentitied by both North American standard numbers labricated ['r sheel stock sted for the rolled

and ALCOA dia numbers. The North American numbers secLions.

ire preflixed by the letters NA and the second i

re 1S always "E". Where no North Ameérican stan

dard exis the extrusion | ldentitlied by the m

ALCOA num -« The letter "T", which 18 s i

t il ‘th American standard ox il .

n 1 na 1 A1l ruded and (' ections of 24 SO used
tor repair, must heat-treated to 24 ST in

o | rdance with instructions given in the general
instances, lormed manual tor Lructural repair, ANO1-1A-1.
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