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SECTION

Remove damaged area by cutting a circular or
rectangular hole, leaving sufficient skin to
allow for the installation of a doubler. If
the damage occurred over internal structure,
repair the rib, stringer, or frame by nesting
the repalr member on the inside of damaged
member, and allow clearance for the install-
ation of a doubler. Fit the cover plate to the
cutout as closely as possible and locate the
position of doubler to provide equal overlap
at all edges of cutout. Attach doubler to
skin, and cover plate to doubler with rivets
of the same diameter, spacing, and pattern as
the parallel manufactured seams at the edges
of the skin panel. If the manufactured seams
are different, the stronger one must be copled.
Cherry rivets (CR-163C) may be used for at-
taching the cover plate where it is inaccess-
ible for bucking rivets. Cherry rivets, the
next size larger than regular rivets must be

FLUSH SKIN PATCH

DOUBLER, NEXT GAGE EXISTING SKIN
HEAVIER' THAN EXISV
SKIN

AN 470 ADRIVETS

FLUSH SKIN PATCH
ug:rﬂ! GAGE AS EXISTING

DOUBLER

T

EXISTING RIB

|

NOTE :
ALL REPAIR MATERIAL IS 24 ST ALGLAD
CONFORMING TO SPEC. AN-A—13

used, or add additienal cherry rivets in the

ratio of 3-2 if the size is not increased. If

a removable access door is desired, use plate
nuts riveted to the doubler and attach the
access door with screws. Plate nuts should
also be riveted to the internal structure, i
the access door is over internal s
NAS 220 screws and AN366 plate nuts are
stituted for rivets up to and
diameter of 5732 inch and NAS 22
ANJ66 plate nuts are used for 3/16 in
The spacing and pattern of screms
identical with that of rivets in

plate. e

If the rivet size, 5)
called out in the se




