NAVION AIRWORTHINESS DIRECTIVES

PRIVATE 

AD Number
Subject
 Method of Compliance
One Time   Recurring

47-11-1
Rudder/N.G.


Steering Bellcrank
Remove & Replace

X

47-11-2
Hartzell Blade


Reduction
Rework Prop
X

47-21-4
Scupper Drain


Line
Replace Scupper
X

47-21-5
Shakespeare


Throttle Control
Remove & Replace

X

47-21-7
Airscoop to Mixing


Box Joint Filler
Install Dural Fil.
X

47-21-8
Generator Stud
Install Insulator
X

47-21-9
Hydraulic Power


Control Flap &
Remove and Replace


Gear Cyls.
and Inspection
X

47-21-10
Hartzell Piston
Install steel


Guide Pins
Safetying Dowel
X

47-31-1
N.G. Hydraulic
Remove, Reroute, &


Lines
Replace
X

47-31-2
Carb Vapor


Return Hose
Remove & Replace
X

47-31-3
Koehler Fuel Strainer
Replace draincock
X

48-06-3
Hartzell Prop
Inspection and/or


Blade Defects
Rework
X

48-08-3
Fuel Shutoff
Inspection and


Valve
Rework
X

48-29-1
Carter Fuel Pump


Vent Drain Line
Install
X

AD Number
Subject
Method of Compliance
One Time    Recurring
49-05-3
E-185 Front Main
Replace With


& Thrust Washers
Silver Bearings

X

49-09-2
ADEL Fuel
Plugging Seal


Pumps
Drain Hole

X

49-11-1
Carter Parallel
Connect Pumps


Fuel Pumps
In Series

X

49-12-2
Romec Fuel


Pump
Replace Vent Plug

X

49-28-1
Product Techni-
Inspect and/or


ques Spinner
Replace



X

50-5-2
Shakespeare


Vernier Controls
Inspect & Modify

X

50-10-2
Carb Hot Air Hose
Inspect &/or Replace



X

50-32-1
Oil Pump Wear
Inspection Until


Check
Overhaul



X

51-7-1
Throttle Housing


Slippage
Jamnut Installation

X

51-24-1
Lycoming Valve Seats
Repair

X

51-26-3
Hydraulic Lifters
Inspection and



Modification

X

52-08-2
Scoop to Heat


Box Hose
Remove & Replace

X

52-24-1
Aileron Chain


Guard
Rework

X

52-26-1
Horiz. Stab


Spar Cracks
Inspect Until Modified



X

53-3-1
GO-435 RPM
Revise Placard

X

53-08-1
Horz Stab Fitting
Inspect Fastener E. D.

X

AD Number 
Subject
Method of Compliance
OneTime      Recurring

54-18-1
Wing to Fuselage


Attach Bolts
Inspect and Repair

X

55-1-1
Rear Fuselage


Frame
Inspect or Rework



X

55-3-2
Hartzell Blade
Inspect and Repair



X

56-3-3
Wing Rear Spar


Fitting
Install Fillet Plates

X

56-6-1
Numerous


Continental Parts
Replace at Overhaul

X

56-27-4
"B" Downdraft


Cooling
Remove or Rework

X

58-7-1
Hartzell Blade


Split Rings
Remove and Replace

X

59-1-3
Hartzell Blade


Retaining Split Rings
Remove and Replace

X

59-6-4
Hyd. Cyl. Press,


N.G. Restrictor,
Inspect, Adjust, and/


Bungee
or Replace



X

59-26-1
Hartzell Hub Spider
Remove and Replace

X

60-6-4
Delco-Remy 


Generator
Remove and Replace

X

60-12-1
Continental Piston
Inspect for


Pin
Correct Part

X

62-3-3
Hyd. Selector


Valve End Fitting
Inspection



X

63-15-1
Continental


Exhaust Valve
Replace at Overhaul

X

63-21-5
Retract Links
Replace

X

AD Number
Subject
Method of Compliance
One Time    Recurring
64-4-5
Rangemaster Flush
Inspect and/or


Rivet on Wings
Rework

X

64-28-1

Hartzell Hub
Inspect and/or


Spider
Replace



X

65-21-4

Hartzell Hub
Inspect, Lube and



Modifications
Modify



X

68-19-4

Hartzell Blade
Inspect and Shot


Shank
Peen

X

68-20-6

Rudder Horn
Inspect and/or



Corrosion
Replace



X

69-25-08

Lycoming Gear Box
Inspect & Repair

X

72-15-2

Prestolite Alternator
Inspect and/or



Cooling Fan
Replace



X

73-7-4

Bendix Mag Coil
Remove and Replace

X

74-26-9

Bendix Mag Drive



Shaft Bushing
Inspect

X

75-5-2

Beryl Oil Filter
Inspect and/or Replace



X

76-7-12

Bendix Ignition



Switch
Inspect



X

77-13-22

Continental
Inspect, repair,



Crankcase
and/or replace

X

78-09-07-Rx/

Bendix Mag
Inspect and/or



Impulse Coupling
Replace

X

79-18-06

Bendix Mag
Inspect and/or




Replace

X

80-01-04

Continental
Inspect and/or



Cylinders
Replace

X

AD Number

Subject
Method of Compliance
One Time     Recurring
85-08-02

Continental 
Inspect and/or





Cylinders
Replace

X

85-08-08

McCauley Hubs
Inspect and/or




Replace

X

85-14-10

Hartzell Blade Clamps
Inspect and/or




Replace

X

91-19-03

Continental
Inspect and/or



Oil Filter
Replace

X

93-16-15

Continental
Inspect and/or


Fuel Pump Drive
Replace

X

94-01-03

Bendix Mags
Inspect and/or Replace

X

97-18-02

Hartzell
Inspect and/or



Propeller
Replace



X

97-26-17

Continental
Inspect and/or



Crankshaft
Replace

X

All known Navion airframe A.D.’s have been listed.  Propeller, engine, accessories, and appliance A.D. listing is incomplete due to many A.D.’s applying to only very specific applications.  A.D.’s specific only to twin engine Navions  are not listed.  Consult your A&P-IA concerning your particular Navion for A.D. applicability.

If you are contemplating purchasing a Navion, you may call one of the Tech Advisors concerning the A.D.’s and what to look for.  There are basically five (5) recurring A.D.’s that must be checked annually or every 100 hours and numerous more that must have been complied with on a one-time basis.  The newer the Navion, the less number of one time A.D.’s that are applicable.  

