FIELD SERVICE BULLETIM NO. 26

Relocate separator 1-5/8 inches cutboerd of present

location. Drill twc No. 18 (.19) heles in firewall end
attach o011 seperatcr, using remoied screws, nuts, e2nd sparers
Plug cl1d holes with two AN515-8R€ screws and AN3€5. 832 nuts,

NOTE: On early sirplanes, the generstor reculetor

condenser must be moved outtozrd to provide
clearance for o1l separator.

Route new 1/2 X 40 hése frcm vecuum pump, 2to"e new hy-
draulic instellstion, to cil sepsrrator. Secure hose to
left-hand ‘irevell engle et previcus position with removed
clamp.

NOTE: Rotate elbow in vacuum pump in clockwise direction to

6.

secure proper 8slignment with hose.

Clemp 1/2 X 40 hose 5 or 6 inches from top of right-hand
dlasgonal engle on firewall with ¢l2mp, screw, #nd nut pre-
viously used to attach old vacuum hecse to left-hend fuel
pump hcse.

Remove 1/2 X 19-1/2 hose from cil seperstor to engine cil
sump. - Cut to length of 18 inches endé reinstall

Airplanes Equipped vith.Cabin Heeters.

1.
2.

Remove clemp ettaching hester fuel line to fire : -
Clamp heater fuel line tc left-hsnd fuel pump hose near eft

~left-hand end of le:t mogneto, using new AN742-12C clemp,

AN515-8R8 screw, AN3€5 832 nut, 2nd removed heater line
clemp. _

Electricsl Instslletion.

See Figure 2.

1
2.

Install 810 BS pressure light socket and 1816 ember bulb in
upper left side of dash panel.

Install new AN3027-2 switch and viring essembly in dash penel
in place of existing lerding gear light dimmer switch which
vill be used agsin es the position switch.

Instelled previously removed 8396-X7 dimmer switch in
145-58301 bracket.

Install old dimmer switck snd bracket on firewsall eangle with
twg A¥520-10R8 screws, AN960-D10 wsshers, and AN365-1032 -
nuts.

See Figure 1.

Connect wires in accordance with electrical édiagram.
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