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CAUTION. INLET HOSES SHOULD HAVE A
10(.
DRILL #10(193) HOLE i REQ UNIFORM DOWNHILL SLOPE FROM
3500X4 90° ELBOW ! REQ M FIREWALL TEE TO PUMP INLETS.
RIVET ¢ 752X6 TEE (EXISTING) l
- } - ' 530629 (CONT) ELBOW | REQ
o c [~ ﬂ ! gg“‘g&“&hﬂ“ , 352X 6 45° ELBOW | REQ —
° — . , .
— ! . 530649 (CONT)
-\ 45° ELBOW
N \ | REQ .
e
FLEX HOSE
P (EXISTING)

75685 FLEX HOSE |
FLEX HOSE (EXISTING)

145-48051 4
BRACKET — - 4 -2
ANT42-12C CLAMP | REQ || .\ ~ \_..7

ANS20-I0R 8 SCREW IREO! .:.' ‘!’\\ ) /R M FUEL POmE (REF

ANses-ios2 nuT 1REQ | [V, v (REF)
a ) = ~530650 (CONT)

 § ‘ 45° ELBOW | REQ

K2230 STRAINER 3400x4 STREET ELBOW

352x6 (45°) ELBOW | REQ

-AN742-12C CLAMP | REQ
ANS520-10Ri4 SCREW | REQ
4S3-D10-16 SPACER | REQ
AN3€5-1032 NUT | REQ

L'— DRILL #10(.193) HOLE | REQ

ELBOW | REQ
S30615 (CONT)

| REQ 145-48-430A

FIGURE 1 - RELOCATION OF FUEL LINES

Install the following parts in
3500 x 4 elbow in fuel
75685 hose, 3500 x 4 (90°)
removed 752 x 6 tee.

Loosen the two ANT&2-12C clamps
fuel pump inlet hose and slide

Secure the upper end of 75685
firevall using an ANTA2
and AN365-1032 nut,
hole

See Figure

firevall brace
ANT¥2-13C oclamp, a 433-D10-16
and brace and an AN520
See Figure 1 for locat

Drill a No. 10 (.193) hole in the left hand

sequence, as listed:
strainer,

352 x 6 (45°) elbow,

elbow, and the Previously
See Figure 1,

which secure the left

the hose to the left,

flexible hose to the
-12C clemp, AN520-10R8 screw,

1. Drill No. 10 (.193

diagonal

and secure left pump fusl hose vith an

spacer between the clamp
-10R14 screv and AN365-1032 nut.
ion of hole.



