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’ (Farmerly Guadalupe County Airport)

NO. 25
MY 12, 1947 FIELD SERVICE BULLETIN
TO: All NAvion Owners

SUBJECT: STARTER ENGAGING MECHANISM REWORK

To prevent the starter mechanism from remeining engaged after the
engine has started, an additional starter return spring is ~ecessary. -
The required parts furnished in 145-89033 Kit, are installed as follows:

AN-3-4A BOLT

) 143-54055 SPRING
145-84036 CLIP

AN3ES-1032 NUT
AN393-I3 PIN ANSGO-I0 WASHER

i. REMOVE STARTER CABLE FROM
454-6-4 SPACER STARTER LEVER, AND CUT 145~
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INSTRUCTIONS

TERMINAL AS SHOWN.

. ADJUST SPRING BY USE OF PROPER
. HOLE IN THE 145-84086 CLIP;
WHEN THE STARTER IS FULLY
RELEASED PRELOAD THE SPRING
TO GIVE A MINIMUM END CLEAR-
ANCE OF 1/16"AND A MAXINUM OF
wmw'

SAUTION: WITH STARTER SWITCH

. CONTACTED, THE SPRING SHOULD
AN-3-44 BOLT NOT EXCEED A MAXIMUM WORKING
P LENGTH OF 6 12", OR SPRING

WILL BE DAMASED.
454-6-4 SPACER

ANS60-10 WASHER
AN365-1032 NUT

4300 BOOT (IREQ) AN380-2-3 COTTER PIN

Warranty Adjustment will be based on a Standard Time Allowance
of 14 minutes (.233 hour). If you have sold your NAvion, please

return this kit to the factory with the name and address of the new
owner.

JOHN W. CASEY
FIELD SERVICE MANAGER



